
Spiral 80 Special applicationS
High-speed roll-up door designed specifically to keep the insulation high. It also 
guarantees good acoustic insulation. Suitable for special applications.
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PARAMETERS  tecHnIcal operatIonal detaIlS

APPlICATIOn Indoor and outdoor

MAx dIMEnSIOn * W 5000 mm, H 5000 mm (max. dimensions not combinable)

OPEnIng SPEEd * Up to 2 m/s

ClOSIng SPEEd * ~ 0,5 m/s

ThERMAl COnduCTIvITy * ~ U = 1,0 W/m2K

ACOuSTICS * 22 db

WInd RESISTAnCE * class: 0 - 4

STRuCTuRE Standard: 
Galvanised steel

Optional:
Steel powder-coated in ral
Stainless steel aISI 304

COATIng ThICKnESS
80 MM 

Standard:
InSulATIOn: 
   • aluminium oX 15um
   • steel pre-painted in ral Std (close to 9006, 1013, 3000, 
      5010, 7016, 7035, 9002, 9010, 9016)

Optional:
InSulATIOn: 
   • steel powder-coated in ral
   • stainless steel aISI 304
   • stainless steel aISI 316

SPIRAl - guIdES patented, in high density polyethylene Hdpe 500

OPERATIOn duplex chain 

TOP COvER Standard:
(Mandatory) useful_H < 2500 mm

Optional:
Useful_H >= 2500 mm  

COnTROl PAnEl Inverter

POWER SuPPly Standard:
three-phase 400 V + n

Optional:
Single-phase 230 V 

FREquEnCy 50/60 Hz

lIMIT SWITCh absolute encoder

gEAREd MOTOR Motorised asynchronous with 110 V electric brake for intensive high-frequency use

MAnuAl OPERATIOn In 
CASE OF POWER FAIluRE *

opening with crank (counterweight) / chain winch

SAFETy dEvICES photocell barrier

duRAbIlITy 3,000,000 opening and closing cycles with periodic maintenance 

depending on the cladding, the place of the cladding 
and the dimensions of the door, subject to technical 
modifications without prior notice.

for larger sizes / special uses contact the thermicroll 
technical office.
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